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Please contact Kate Baldacci, Commercial Program Manager at 617-589-3949 x209 or kbaldacci@cee1.org with any questions.
APPENDIX A
CEE Specification for “Higher Lumen” 32W T8 Lighting Systems
	Equipment
	Specification 

	High Performance T8 Lighting Systems
	Energy-efficiency specifications based on performance characteristics relating to 4’ T8 lamp with a not-to-exceed nominal wattage of 32W.  The lamps and ballast must be tested in accordance with the appropriate IESNA and ANSI reference standards, and must meet OSHA/NRTL and UL safety guidelines.  These lamps should be applied in accordance with national best practices in lighting design such as (1) IESNA Recommended Practices and (2) Lighting power densities prescribed by local and state building codes.


	Performance Characteristics for Systems

	Mean System Efficacy
	( 90 MLPW for Instant Start Ballasts

( 88 MLPW for Programmed Rapid Start Ballasts

	Performance Characteristics for Lamps

	Color Rendering Index (CRI) 
	( 80

	Minimum Initial Lamp Lumens
	( 3100 Lumens


	Lamp Life

	( 24,000 hrs at three hours per start.

	Lumen Maintenance -or-

Minimum Mean Lumens
	( 94% -or- 

( 2900 Mean Lumens

	Performance Characteristics for Ballasts
 

	Ballast Efficacy Factor (BEF)
BEF = [BF x 100] ( Ballast Input Watts
Based on:

(1) Type of ballast 

(2) No. of lamps driven by ballast

(3) Ballast Factor

	Instant-Start Ballast (BEF)

	
	Lamps
	Low

BF ≤0.85
	Norm

0.85< BF ≤1.0
	High

BF (1.01

	
	1
	( 3.08
	( 3.11
	n/a

	
	2
	( 1.60
	( 1.58
	( 1.55

	
	3
	( 1.04
	( 1.05
	( 1.04

	
	4
	( 0.79
	( 0.80
	( 0.77

	
	Programmed Rapid-Start Ballast (BEF)

	
	1
	( 2.84
	( 2.84
	n/a

	
	2
	( 1.48
	( 1.47 
	( 1.51

	
	3
	( 0.97
	( 1.00 
	( 1.00

	
	4
	( 0.76
	( 0.75 
	( 0.75

	Ballast Frequency
	20 to 33 kHz or ( 40 kHz

	Power Factor
	( 0.90

	Total Harmonic Distortion
	≤ 20%


APPENDIX B - Qualifying “Higher Lumen” T8 Lighting System Lamp Submittal Form 


Manufacturer: 
General Electric


	Product Name

	Order Code     
	Model Number or Description
	Color Temperature 
	Rated Average Life
	Lumens
	CRI
	Lumen

Depreciation

	
	
	
	
	IS

3hrs/start
	RS/PRS

3hrs/start
	Initial
	Mean
	
	

	Starcoat HL
	10327
	F32T8/XL/SPX30/HL/ECO
	3000K
	24,000
	24,000
	3100
	2915
	85
	0.94


Manufacturer: 






Contact Name/Phone:







	Product Name

	Order Code      
	Model Number or Description
	Color Temperature (K)
	Rated Average Life
	Lumens
	CRI
	Lumen

Depreciation

	
	
	
	
	IS

3hrs/start
	RS/PRS
3hrs/start
	Initial
	Mean
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	


APPENDIX C – Qualifying “Higher Lumen” T8 Lighting System Ballast Submittal Form

Manufacturer: Howard Industries


	Product Name
	Model Number or Description
	Ballast Type
	Voltage
	Lamps
	Ballast Factor
	System Input Watts

	HEX Electronic
	EL1/3215-120HEX
	Instant – Low Power
	120V
	1-32W
	0.77
	25W


Manufacturer: 






Contact Name/Phone:







	Product Name
	Model Number or Description
	Ballast Type
	Voltage
	Lamps
	Ballast Factor
	System Input Watts
	NEMA Premium?

(Y/N)

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	


APPENDIX D – Contact Information Form

Manufacturer Name:      
  
NEMA Member:   Yes  FORMCHECKBOX 
 
No  FORMCHECKBOX 

Contact Name:     
Contact Title:      

Phone Number:     
Fax Number:      

Email:      

Address:       

City, State and Zip code:      


Qualifying Products List Preferences

CEE’s qualifying products list will be updated approximately on a monthly basis. How do you prefer to be notified about changes and questions? (Check all that apply)

Email  FORMCHECKBOX 

Mail  FORMCHECKBOX 

Phone   FORMCHECKBOX 


Mail, fax or email this form including relevant attached appendices to:

Kate Baldacci
Consortium for Energy Efficiency

98 N. Washington Street, #101

Boston, MA 02116

Email: 
kbaldacci@cee1.org 
Phone: 
617-589-3949 x209
Fax: 
617-589-3948
For Example Only








For Example Only











� For lamps with color temperatures >4500 K, 2950 minimum initial lamp lumens are specified pending further consideration by CEE.


� Life rating is based on a Rapid Start or Programmed-Rapid Start Ballast tested in accordance to ANSI C82.11. When used on an Instant Start Ballast, life may be slightly reduced depending upon the operating hours per start.


� Multi-Voltage Ballasts must meet or exceed the listed Ballast Efficiency Factor when operated on at least one of the intended operating voltages.


� Please return to Kate Baldacci, Commercial Program Manager, at (Fax) 617-589-3948 or 98 N. Washington Street Suite #101, Boston, MA 02114. 


� Please return to Kate Baldacci, Commercial Program Manager, at (Fax) 617-589-3948 or 98 N. Washington Street Suite #101, Boston, MA 02114.
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